

 KMC08 KMC10 KMC12 KMC16 KMC24 KMC36 KMC48

Cooling Capacity [BTU/h] 8000 10000 12000 16000 24000 36000 48000

Refrigerant Type R410A

Depth (L)[mm] 250 280 280 330 330 330 330

Width(W)[mm] 220 220 220 250 250 250 400

Height(H)[mm] 300 315 315 365 408 430 445

Net Weight[kg] 24 29 30 32 52 58 72

Power Supply
  [V/H/PH]

220V 50-60HZ

Current Consumption[A] 3.1 3.3 3.9 5.2 6.75 11.2 20


 KME08 KME10 KME12 KME16 KME24 KME36 KME48

Cooling Capacity
[BTU/h]

8000 10000 12000 16000 24000 36000 48000

Refrigerant Type R410A

AIR FLOW [M³/H] 450 600 600 820 1350 1650 2500

AIR DUCT SIZE[MM] 100 125 125 150 200 200 225

RATED POWER[W] 480 750 1250 1550 1850 2650 2650

EVAPORATOR
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K2 CONDENSING UNIT

Available in 230V/50Hz, 

Single Phase 
Base valves for easy 

Fitted with anti vibration 

B10 Cupronickel sea water 

Rust-free Stainless Steel pan

      230V/60Hz, 115V/60Hz

      installation and maintenance 

      mounts

      condensers 

Available in 230V/50Hz, 

Single Phase
Base valves for easy installation

Fitted with anti-vibration mounts
Low Amp draw & quite operation
Rust-free Stainless Steel pan
Low noise scroll blower

      230V/60Hz, 115V/60Hz

      and maintenance

KMC SERIES

KME SERIES


 


QUALITY   PERFORMANCE   INNOVATION




 KMSC12CK KMSC16CK KMSC18CK KMSC24CK KMSC27CK

Cooling Capacity
[BTU/h]

12000 16000 18000 24000 27000

Refrigerant Type R410A

Depth (L)[mm] 480 520 550 605 605

Width(W)[mm] 298 338 398 458 458

Height(H)[mm] 285 315 345 400 400

Net Weight[kg] 30 33 41 58 58

Air Duct
Dimensions[mm]

125 150 150 200 200

Power Supply
  [V/H/PH]

220/50HZ/1φ

Current
Consumption[A]

4.5 5.3 6.4 7.9 7.9


 KMSC12 KMSC16

Cooling Capacity [BTU/h] 12000 16000

Refrigerant Type R410A

Depth (L)[mm] 480 520

Width(W)[mm] 285 315

Height(H)[mm] 298 338

Net Weight(kg) 30 33

Air Duct Dimensions[mm] φ125 φ150

Power Supply [V/H/PH] 115/60HZ/1φ

Current Consumption[A] 8.8 10.5


 K2KKSC12-07 K2KKSC24-08 K2KKSC12-12 K2KKSC24-12
Cooling

Capacity[BTU/h]
7000 8000 12000 12000

Refrigerant Type R134

Depth (L)[mm] 238 285 280 298

Width(W)[mm] 400 480 480 480

Height(H)[mm] 280 300 320 285

Net Weight[kg] 18 18 26 26

Air Duct
Dimensions[mm]

100 100 125 125

Power
Supply[V/H/PH]

DC 12V DC 24V DC 12V DC 24V

Current
Consumption[A]

45 25 60 35

K2 MAGNETIC PUMP

K2 DISPLAY CONTROLLER

Rotatable Blower

Digital Touch Control

Versatile Interface

High velocity blowers that can 
be rotated to most customer's 
needs.

2.5" Color Display with latest 
technology in the industry and 
programmable parameters.

Next generation Control Boards 
that support a variety of 
configurations.

Built -in temperature sensor
24/7 Humidity monitoring keeps your boat dry
LCD Technology
User-friendly and intuitive 2.5” touch screen
display requires no manual for basic operation
Applicable with KMSC & KMC series.

Magnetic drive circulation
Adopting Advance magnetic coupling technology
K2 Pumps has no leakage (no shaft seal)
Structure is compact and very light
Micro engineering plastic full-sealed pump

K2 SELF CONTAINED UNIT 

AC SELF CONTAINED UNIT 220/50Hz

DC SELF CONTAINED UNIT 12/24V

AC SELF CONTAINED UNIT 115/60Hz

KMSC SERIES

Optional Feature


